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Continuing pressure to im-
prove railway productivity 
has seen steady increases in 
axleloads, train speeds and 

service frequencies. The result has 
been higher loadings applied to the 
rail-wheel system, and higher degra-
dation of track components, as well as 
increased rail and wheel wear.

Around half a century ago, the first 
response was to demand more wear-
resistant rail and wheel steels, leading 
to widespread use of R260 (S900A) 
carbon rail steels which offered great-
er wear resistance than the traditional 
R200 (S700) grade. At the same time, 
larger rail profiles such as 60 kg/m 
replaced the smaller 49 and 54 kg/m, 
particularly on main lines, and rail 

Managing rail life to match 
performance and cut costs
STeelS With higher traffic volumes, axleloads and speeds imposing greater demands on modern track, 
the Innotrack study has confirmed that using high-quality rail steels in combination with an optimised 
grinding regime improves performance, cost-effectiveness and availability.

DB Netz has extended the application range for R350HT rail in curves from a maximum radius of 700 m to 1 500 m for intensively-used track.

grinding was introduced to reduce 
dynamic forces by removing surface 
irregularities such as corrugation.

Over the past decade the steady 
increase in train speeds and traction 
power at the wheel-rail contact patch 
triggered growing problems of roll-
ing contact fatigue which had previ-
ously only been seen in heavy haul 
applications. Today RCF has become 
the biggest concern for most rail in-
frastructure managers and suppliers. 
The degradation mechanism, with 
various manifestations including 
head checks, spalling, flaking and 
squats, is now the main cost driver 
for rail maintenance and renewals  
(Fig 1). But maximising the avail-
ability of infrastructure and reduc-
ing life-cycle costs have also become 
priorities.

Numerous projects have confirmed 
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the benefits of using high-strength rail 
steels, in terms of both RAMS (Relia-
bility, Availability, Maintainability and 
Safety) and life-cycle cost. Extensive 
testing around the world has shown 
that grade R350HT head-hardened 
rail offers significantly improved re-
sistance to wear and RCF, increasing 
service life and reducing the need for 
maintenance by a factor of three com-
pared to grade R2601,2. Economic as-
sessments suggest that life-cycle costs 
can be cut by up to 50%3,4. 

As a result, many railways have 
changed their policy on the use of 
rail steels. For example, DB Netz has 
extended the application range for 
R350HT rail in curves from a maxi-
mum radius of 700 m to 1 500 m for 
intensively-used track, or even to 
3 000 m where RCF is the main prob-
lem (RG 4.10 p35).
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The most impressive proof of this 
ongoing technological change can be 
found in the results of the EU-funded 
Innotrack research project (RG 1.10 
p48). This brought together 35 part-
ners from European rail infrastruc-
ture managers and their suppliers for 
3½ years to study ways of reducing 
life-cycle costs and improving RAMS 
through the use of innovative track 
components, maintenance proce-
dures and supporting logistics. 

As in other studies, Innotrack un-
dertook a comprehensive analysis of 
requirements and investigated the 
root causes of the current high cost 
of track maintenance and renewal. 
This led to new recommendations for 

selecting appropriate rail steel grades 
on the basis of curve radii and traffic 
tonnages (Fig 2). These are based on 
the results of more than 200 track tests 
as well as practical experience from 
various railways. The lower rate of 
degradation of heat-treated pearlitic 
rail grades has led to a general recom-
mendation for the use of heat-treated 
rail grades for intensively-used tracks 
with radii up to 5 000 m.

learning from heavy haul

The Innotrack recommendations 
also take into account the latest de-
velopments in heat-treated rail steels 
such as R370CrHT (370LHT) and 
R400HT (400UHC), which have been 
included in the revised Euro pean 
standard prEN13674:2009. These 
rails are predominantly used by heavy 
haul railways, and have demonstrated 
excellent performance over several 
years under severe conditions. 

Norway’s Ofotbanan has been using 
grade 370LHT with 30 tonne axlel-
oads for more than five years, replac-
ing both standard grade S1200 and 

grade R350LHT rail. Observations 
have confirmed that the 370LHT rail 
shows less wear and fewer RCF de-
fects than the R350LHT. The new 
rail steels have been combined with 
a new welding technique5 and pre-
ventive maintenance strategy to pro-
duce a significant increase in service 
life and savings in life-cycle costs.  
Recent comparisons of 370LHT 
and R350HT rail undertaken on the 
east coast of Australia on a route 
which carries both coal trains with a 
25 tonne axleload and conventional 
mixed traffic, have shown similar 
results. 

Heavy haul railways in the USA, 
Brazil and Australia, which have ax-
leloads up to 40 tonnes, are increas-
ingly using hyper-eutectoid rails 
with a minimum Brinell hardness of 
400 BHN, combined in most cases 
with a preventive grinding strategy. 
Tests to evaluate these hyper-eutec-
toid rail steels have confirmed their 
excellent performance6.

Today’s mixed-traffic railways face 
the same basic challenges and re-
quirements as heavy haul operators, 

Left: Fig 1. As axle 
loads, speeds 
and power at rail 
have increased 
over the years, 
new rail steels 
and grinding 
techniques have 
been adopted.

Fig 2. Appropriate rail steel grades can be selected according to curve radii.

Fig 3. The results of recent wear resistance tests on a mixed-traffic line in Austria.
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in terms of maximising availability, 
increasing productivity and operating 
efficiently with lower costs. So it is ap-
propriate to consider using the same 
high-strength rail steels. 

Fig 3 shows the results of recent 
wear resistance tests on a mixed-traf-
fic line in Austria. After a relatively 
short period (a total of 42 million 
gross tonnes) the three rail grades 
show significant differences in wear 
resistance. The 400UHC rail showed 
a reduction in gauge corner wear of 
62% compared to R350HT while the 
370LHT offered an improvement of 
34%. On the basis of earlier tests, the 
differences should increase further as 
the loading rises. It is notable that this 
test does not include R260 rail, even 
as a reference point. Past trials on the 
same curves found that the wear rate 
of R260 rail was three times that re-
corded with the R350HT grade. 

Fig 4 shows the RCF resistance of 
the three rail types. The performance 
of 370LHT and 400UHC rail suggests 
that the higher the steel grade, the lat-
er the first appearance of head checks 
and — more importantly — the lower 
the rate of degradation caused by 
crack growth. These trials have also 
shown a significant improvement in 
the resistance of high-grade rail to the 
formation of corrugation.

Optimised grinding regime

Even the best rail cannot provide 
maximum performance without 

proper maintenance. 
But harder steel 
grades allow a more 
flexible and efficient 
maintenance regime, 
as their extremely low 
wear rate means they 
retain the target rail 
head profile for long-
er than softer grades. 
This reduces the need 
for frequent grinding 
to restore optimum 
contact conditions, 
helping to maximise 
line availability. 

New rail profiles rarely provide 
an optimum contact profile for the 
majority of passing wheels, and im-
proved wear resistance does not al-
low newly-installed high-grade rail 
to wear quickly enough towards the 
shape of the average worn wheel pro-
file. As a result, the high rail in shal-
low curves is often characterised by a 
rather small and thus overloaded con-
tact zone close to the gauge corner, 
encouraging the initiation of gauge-
corner cracking.

Hence it has become current prac-
tice to modify gauge corner geometry 
with an initial grinding pass, remov-
ing some metal from the critical loca-
tion to widen the contact area between 
wheel and rail and reduce contact 
forces. To achieve best results, high-
performance rails should be ground 
as soon as possible after installation 
to optimise contact conditions and 

reduce the risk that RCF might devel-
op before the next scheduled grinding 
cycle.

Innotrack work package 4.5 devel-
oped grinding recommendations for 
rail subject to gauge-corner cracking7. 
The use of anti-head check profiles 
with a degree of gauge-corner under-
cutting has already become standard 
for some European infrastructure 
managers (Fig 5). 

A successful preventive mainte-
nance policy begins with the initial 
grinding of new rail to provide a 
specified target profile, or corrective 
grinding of rail which has been in 
service for some time and exhibits 
RCF, in order to remove the fatigued 
surface layer and restore the target 
profile. After that, preventive grind-
ing should be undertaken on a regu-
lar cycle. 

Each grinding pass removes the top 
surface layer, eliminating any small 
head checks before they can grow in 
an exponential way. The earlier the 
intervention, the less material needs 
to be removed and the quicker the 
work can be done. Ideally, grinding 
should be undertaken in a single pass 
to minimise disruption to train op-
erations, so the degree of acceptable 
damage before intervention is limited 
by the metal removal rate, which in 
turn is determined by the grinding 
machine being used. 

Based on the capabilities of current 
machines, Innotrack recommends a 
maximum removal rate of 0·6 mm at 
the gauge corner in parallel with up to 
0·2 mm at the rail centre. These val-
ues need to be reviewed in the light 
of local track and traffic conditions 
and the machine capacity available. 
The better the performance of the rail 
steel, the lower the required metal re-
moval rate and the longer the interval 
between grinding. 

Ideally, rail grinding should be 
accompanied by simultaneous 

Fig 4. RCF 
resistance of 
three rail steel 
types. The 
performance 
of 370LHT and 
400UHC rail 
suggests that 
the higher the 
steel grade, the 
later the first 
appearance of 
head checks 
and the lower 
the rate of 
degradation 
caused by crack 
growth. 

Fig 5. Several 
European 
infrastructure 
managers have 
adopted anti-
head check 
profiles with 
a degree of 
gauge-corner 
undercutting.



48  Railway Gazette International | August 2010

TRACK | TECHNOLOGY

Detailed reports from the Innotrack 
project are available at 
www.innotrack.eu 
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measurement of the depth of any 
head-check damage, and the latest 
generation of grinding machines is 
equipped with eddy-current record-
ing systems. These are primarily 
used to ensure that the damaged sur-
face layer is removed completely, but 
no more, in order to maximise rail 
life. But the provision of regular in-
formation about metal removal and 
grinding cycles also helps railways 
and infrastructure managers to fine-
tune their grinding regimes.

Track tests often also include in-
vestigation of their grinding require-
ments. R350HT rail needed only half 
the number of grinding passes to re-
move head checks and produce the 
required profile compared to R260 
rail. Assuming the same interval be-
tween grinding, the amount of mate-
rial to be removed is therefore much 
lower. The 370LHT and 400UHC rail 
required even less metal removal to 
remove any RCF cracking and re-
store the target profile (Fig 6)5.

Based on these and earlier find-
ings, Dutch infrastructure manager 
ProRail has already adopted a new 
rail management strategy combin-
ing the use of advanced pearlitic rail 
steels with an optimised rail/wheel 

profile and a preventive grinding 
strategy. ProRail is using 370LHT 
grade rail and the 54E5 AHC pro-
file which provides gauge-corner 
relief to reduce crack propagation 
in all curves up to 3 000 m radius. 
It has also adopted a preventive 
grinding strategy for ongoing RCF 
management.

life-cycle cost model 

Technical requirements and eco-
nomic benefits are not contradictory, 
and both can contribute to a sustain-
able railway system. As such, both 
operators and suppliers have a stra-
tegic goal to reduce life-cycle costs.

Numerous projects have been un-
dertaken to quantify the economic 
impact of advanced rail steels and 
different rail maintenance strate-
gies. Austrian Federal Railways and 
Voestalpine Schienen Technical 
Services have been working with the 
Institute for Railway Engineering at 
the Technical University of Graz to 
develop a dynamic software tool. 
Life-cycle cost analysis is used to cal-
culate the cost-effectiveness of differ-
ent rail grades and profiles, evaluat-
ing both the annualised capital cost 

and the cost of appropriate main-
tenance strategies over the entire  
service life of the rail8. By compar-
ing the life-cycle cost of different 
rail grades and profiles, infrastruc-
ture managers can take more in-
formed maintenance and investment  
decisions3, 9.

Life-cycle cost analyses under-
taken for Innotrack have confirmed 
the economic benefits to be gained 
from appropriate use of heat-treated 
rail on European networks, offering 
savings of up to 50% in rail costs on 
intensively-used track. This is equiv-
alent to around 7% of total costs 
when the whole track system is taken 
into consideration, which is still im-
pressive. These calculations suggest 
that the amortisation of the slightly 
higher capital cost for heat-treated 
rail can be achieved very rapidly, and 
in some cases within just two years 
of installation. l

Fig 6. R350HT rail 
needed only half 
the number of 
grinding passes 
to remove head 
checks and 
produce the 
required profile 
compared to 
R260 rail.

Two 48-stone 
grinding 
machines can be 
coupled together 
to undertake one-
pass grinding.


